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	Laser Safety Eyewear Inspection log
	Date
	Eyewear label (e.g. owner’s initials + model)
	Inspected by + Comments

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	



Guidance: Condition of PPE must be inspected on a regular basis and recorded here, suggested once per month, and checked before each use. Scratched or damaged PPE must be taken out of use and replaced. Laser PPE should be labelled with owner’s initials. Storage case should be labelled with the user’s name and the intended use-case (e.g. specify person, laser, and wavelength). Guest or shared PPE is permitted if cleaned between users. Calculations to show the PPE is appropriate must be included in a risk assessment before use and approved by the LLSA. PPE must comply with BS EN 207:2017 and have a CE mark.
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